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Photocells A1050,  A1060

TO-46 type metal housing

With this design we offer a full range of photocells in metal encapsulation, in
different voltage classes and spectral response.

Operating Temperature Range: -20...+70 °C (non continuous)
Storage Temperature Range:     -20...+80 °C (non continuous)

Outdoor Light Sensing Applications

Combustion Controls

all Dimensions in mm

900601A 11...4 2 40,0 21,0 001 09 56,0 006

110601A 02...9 50, 60,0 81,0 051 09 56,0 006

210601A 33...61 5 81,0 5,0 051 09 7,0 006

310601A 49...72 8 5,0 5,1 051 09 8,0 006

410601A 043...77 51 5,1 0,5 051 09 9,0 006

130601A 031...06 32 4,0 2,1 003 09 56,0 006

230601A 012...021 53 0,1 0,3 003 09 7,0 006

330601A 085...002 05 0,3 0,9 003 09 8,0 006

430601A 0021...005 001 0,5 51 003 09 9,0 006

900501A 11...4 2 40,0 21,0 001 09 56,0 035

110501A 22...9 4 50,0 51,0 051 09 6,0 035

210501A 44...81 7 51,0 54,0 051 09 56,0 035

310501A 88...63 21 4,0 2,1 051 09 7,0 035

410501A 002...07 02 0,1 0,3 051 09 57,0 035

Robust Light Sensing Applications
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