
SIDE VIEWS DO NOT DETAIL 
SCREW CHANNELS SEE

"A - A" FOR CHANNEL DETAIL

45.1mm [1.78"]

44.7mm [1.76"]

27.0mm
 [1.06"]

40.4mm [1.59"]

16.6mm
 [0.65"]

36.0mm [1.42"]

13.6mm
 [0.53"]

6.1mm
 [0.24"]

9.1mm
 [0.36"]

31.6mm
 [1.24"]

45.0mm
 [1.77"]

R3.0mm
 [R0.12"]

M3 THREAD

R4.5mm
 [R0.18"]
TYP

R4.0mm
 [R0.16"]
TYP

10.0mm
 [0.39"]20.5mm

 [0.81"]

3.3mm
 [0.13"]

23.8mm
 [0.94"]

1.5mm
 [0.06"]

49.8mm
 [1.96"]

4.6mm
 [0.18"]

7.1mm
 [0.28"]

4.6mm
 [0.18"]

M4 THREAD
2 PLCS

MOUNTING HOLES
2 PLCS

AA

A A

45.1mm [1.78"]

7.5mm
 [0.29"]

10.5mm
 [0.41"] 24.1mm

 [0.95"]

13.7mm
 [0.54"]16.8mm

 [0.66"]
M3 THREAD
R3.0mm
 [R0.12"]

R6.0mm
 [R0.24"]
TYP.

37.5mm
 [1.48"]

28.8mm
 [1.13"]

42.1mm
 [1.66"]

49.8mm
 [1.96"]

3.8mm
 [0.15"]

6.0mm
 [0.24"]

For the best fit print
on legal size paper.

DESIGNED TO MEET THE REQUIREMENTS OF IP65, & NEMA 4X
TONGUE & GROOVE CONSTRUCTION WITH A MOLDED ONE PIECE SILICON GASKET.
COMES WITH 2 STAINLESS STEEL MACHINE LID SCREWS, CAPTIVATED WITH 4 RUBBER O-RINGS.
COMES WITH 2 GROUNDING SCREWS AND WASHERS.
FINISH: NONE OR SUFFIX "BK" BLACK, OR SUFFIX "GY" GRAY (RAL 7001) POLYESTER POWDER 

----RELEASEA N/A
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SIDE VIEWS DO NOT DETAIL 
SCREW CHANNELS SEE

"A - A" FOR CHANNEL DETAIL

63.7mm [2.51"]

63.1mm [2.48"]

32.0mm
 [1.26"]

36.2mm
 [1.43"]

46.0mm
 [1.81"]

56.3mm [2.22"]

19.9mm
 [0.78"]
2 PLCS

16.2mm
 [0.64"]
2 PLCS

8.9mm
 [0.35"]
2 PLCS

13.0mm
 [0.51"]
2 PLCS

M4 THREAD
2 PLCS

34.4mm
 [1.36"]

50.2mm
 [1.98"]

A A

57.6mm
 [2.27"]

R4.0mm
 [R0.16"]
TYP

R5.3mm
 [R0.21"]
TYP

R1.9mm
 [R0.07"]

TYP

22.1mm
 [0.87"]

11.1mm
 [0.44"]

M4 THREAD FOR LID
SCREWS 4 PLACES

5.7mm
 [0.22"]

4.3mm
 [0.17"]

8.4mm
 [0.33"]

1.7mm
 [0.07"]

25.9mm
 [1.02"]

A A

57.2mm
 [2.25"]

21.4mm
 [0.84"]

29.1mm
 [1.15"]

53.4mm [2.10"]

31.5mm
 [1.24"]

47.3mm
 [1.86"]

R7.4mm
 [R0.29"]

TYP

R6.8mm
 [R0.27"]

TYP

R4.0mm
 [R0.16"]
TYP

GASKET CHANNEL

57.6mm
 [2.27"]

63.7mm [2.51"]

9.8mm
 [0.39"]

6.5mm
 [0.25"]

For the best fit print
on legal size paper.

DESIGNED TO MEET THE REQUIREMENTS OF IP65, & NEMA 4X
TONGUE & GROOVE CONSTRUCTION WITH A MOLDED ONE PIECE SILICON GASKET.
COMES WITH 4 STAINLESS STEEL MACHINE LID SCREWS, CAPTIVATED WITH 4 RUBBER O-RINGS.
COMES WITH 2 GROUNDING SCREWS AND WASHERS.
FINISH: NONE OR SUFFIX "BK" BLACK, OR SUFFIX "GY" GRAY (RAL 7001) POLYESTER POWDER 

----RELEASEA N/A
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SIDE VIEWS DO NOT DETAIL 
SCREW CHANNELS SEE

"A - A" FOR CHANNEL DETAIL

63.9mm [2.51"]

32.1mm
 [1.27"]

63.1mm [2.48"]

15.3mm
 [0.60"]
2 PLCS

19.5mm
 [0.77"]
2 PLCS

8.3mm
 [0.33"]
2 PLCS

12.3mm
 [0.48"]
2 PLCS

A A

86.0mm
 [3.38"]

97.9mm
 [3.85"]

97.1mm
 [3.82"]

M4 THREAD FOR LID
SCREWS 4 PLACES 7.7mm

 [0.30"]

6.1mm
 [0.24"]

4.4mm
 [0.17"]

A A

11.2mm
 [0.44"]

22.4mm
 [0.88"]

55.9mm [2.20"]

R5.7mm
 [R0.22"]

TYP

36.3mm
 [1.43"]

R4.1mm
 [R0.16"]
TYP

M4 THREAD
2 PLCS

74.1mm
 [2.92"]

89.9mm
 [3.54"]

R5.7mm
 [R0.22"]

TYP
26.2mm
 [1.03"]

1.5mm
 [0.06"]

63.9mm [2.51"]

28.2mm
 [1.11"]

21.8mm
 [0.86"]

GASKET CHANNEL

70.2mm
 [2.77"]

10.0mm
 [0.39"]

6.5mm
 [0.25"]

52.0mm
 [2.05"]

R5.7mm
 [R0.22"]

TYP

86.0mm
 [3.39"]

97.9mm
 [3.85"]

For the best fit print
on legal size paper.

DESIGNED TO MEET THE REQUIREMENTS OF IP65, & NEMA 4X
TONGUE & GROOVE CONSTRUCTION WITH A MOLDED ONE PIECE SILICON GASKET.
COMES WITH 4 STAINLESS STEEL MACHINE LID SCREWS, CAPTIVATED WITH 4 RUBBER O-RINGS.
COMES WITH 2 GROUNDING SCREWS AND WASHERS.
FINISH: NONE OR SUFFIX "BK" BLACK, OR SUFFIX "GY" GRAY (RAL 7001) POLYESTER POWDER 

----RELEASEA N/A
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SIDE VIEWS DO NOT DETAIL 
SCREW CHANNELS SEE

"A - A" FOR CHANNEL DETAIL

A A

63.7mm [2.51"]

63.1mm [2.48"]

32.0mm
 [1.26"]

16.2mm
 [0.64"]
2 PLCS

19.9mm
 [0.78"]
2 PLCS8.9mm

 [0.35"]
2 PLCS

13.0mm
 [0.51"]
2 PLCS

M4 THREAD
2 PLCS

36.2mm
 [1.43"]

R5.3mm
 [R0.21"]
TYP

R1.9mm
 [R0.07"]

TYP

136.7mm
 [5.38"]

148.3mm
 [5.84"]

147.9mm
 [5.82"]

R4.0mm
 [R0.16"]
TYP

11.1mm
 [0.44"]

22.1mm
 [0.87"]

56.3mm [2.22"]

125.1mm
 [4.93"]

140.9mm
 [5.55"]

M4 THREAD FOR LID
SCREWS 4 PLACES 8.4mm

 [0.33"]

5.7mm
 [0.22"]

4.3mm
 [0.17"]

A A 1.7mm
 [0.07"]

25.9mm
 [1.02"]

63.7mm [2.51"]

21.4mm
 [0.84"]

29.1mm
 [1.15"]

GASKET CHANNEL

R6.8mm
 [R0.27"]

TYP

R7.4mm
 [R0.29"]

TYP

122.2mm
 [4.81"]

9.8mm
 [0.39"]

53.4mm
 [2.10"]

6.5mm
 [0.25"]

R4.0mm
 [R0.16"]
TYP

138.0mm
 [5.43"]

148.3mm
 [5.84"]

For the best fit print
on legal size paper.

DESIGNED TO MEET THE REQUIREMENTS OF IP65, & NEMA 4X
TONGUE & GROOVE CONSTRUCTION WITH A MOLDED ONE PIECE SILICON GASKET.
COMES WITH 4 STAINLESS STEEL MACHINE LID SCREWS, CAPTIVATED WITH 4 RUBBER O-RINGS.
COMES WITH 2 GROUNDING SCREWS AND WASHERS.
FINISH: NONE OR SUFFIX "BK" BLACK, OR SUFFIX "GY" GRAY (RAL 7001) POLYESTER POWDER 

----RELEASEA N/A

HAMMOND 1590Z SERIES
CASTED AL ENCLOSURES10/19/02 MJM

---

CAST ALUMINUM

1 1

M. MERCER

10/19/02

1590Z063 1590Z063/A

Unless otherwise spec'd
dimensions are in
millimeters Tolerances are:

.X         ±2.5

.XX        ±1.50

.XXX       ±.500

.XXXX      ±.1300
Holes      ±.1300
Angles      ±.5°

 DescriptionRev ECN

HAMMOND MANUFACTURING CO. LTD.
Electronics Group, Waterloo, Ont. - Cheektowaga, NY

SheetDate By

Mat'l

Chk

Dwn

Date

Part
#:

of Dwg:

NOTES

BOX

LID

THIS DRAWING IS PROPRIETARY INFORMATION OF
HAMMOND MFG.CO.LTD. NOT TO BE USED WITHOUT
      EXPRESSED WRITTEN PERMISSION
         OF HAMMOND MFG.CO.LTD.



SIDE VIEWS DO NOT DETAIL 
SCREW CHANNELS SEE

"A - A" FOR CHANNEL DETAIL

79.8mm [3.14"]

78.5mm [3.09"]

48.3mm
 [1.90"]

A A 15.4mm
 [0.61"]
2 PLCS

19.3mm
 [0.76"]
2 PLCS

8.7mm
 [0.34"]
2 PLCS

12.0mm
 [0.47"]
2 PLCS

M4 THREAD
2 PLCS

52.0mm
 [2.05"]

63.2mm
 [2.49"]

R5.9mm
 [R0.23"]
TYP.
R5.0mm
 [R0.20"]

TYP 72.0mm [2.84"]

10.0mm
 [0.39"]

36.2mm
 [1.42"]

74.8mm
 [2.94"]

73.6mm
 [2.90"]

4.5mm
 [0.18"]

5.8mm
 [0.23"]

8.0mm
 [0.31"]

M4 THREAD FOR
LID SCREWS 4 PLCS

A A

40.0mm
 [1.57"]

R5.0mm
 [R0.20"]

TYP

51.4mm
 [2.02"]

67.1mm
 [2.64"]

1.1mm
 [0.04"]

79.8mm [3.14"]
44.7mm
 [1.76"]

21.5mm
 [0.85"]

GASKET CHANNEL

R7.7mm
 [R0.30"]

TYP

R7.0mm
 [R0.28"]

TYP

47.8mm
 [1.88"]

12.0mm
 [0.47"]

68.5mm [2.70"]

8.0mm
 [0.31"]

R5.0mm
 [R0.20"]

TYP

63.6mm
 [2.50"]

74.8mm
 [2.94"]

For the best fit print
on legal size paper.

DESIGNED TO MEET THE REQUIREMENTS OF IP65, & NEMA 4X
TONGUE & GROOVE CONSTRUCTION WITH A MOLDED ONE PIECE SILICON GASKET.
COMES WITH 4 STAINLESS STEEL MACHINE LID SCREWS, CAPTIVATED WITH 4 RUBBER O-RINGS.
COMES WITH 2 GROUNDING SCREWS AND WASHERS.
FINISH: NONE OR SUFFIX "BK" BLACK, OR SUFFIX "GY" GRAY (RAL 7001) POLYESTER POWDER 

----RELEASEA N/A

HAMMOND 1590Z SERIES
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Unless otherwise spec'd
dimensions are in
millimeters Tolerances are:
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SIDE VIEWS DO NOT DETAIL 
SCREW CHANNELS SEE

"A - A" FOR CHANNEL DETAIL

A

80.0mm [3.15"]

48.3mm
 [1.90"]

78.3mm [3.08"]

A

8.0mm
 [0.31"]

6.7mm
 [0.26"]

4.4mm
 [0.17"]

A A

175.0mm
 [6.89"]

173.6mm
 [6.83"]

15.5mm
 [0.61"]
2 PLCS

19.4mm
 [0.76"]
2 PLCS

8.8mm
 [0.35"]
2 PLCS

12.1mm
 [0.48"]
2 PLCS

52.0mm
 [2.05"]

M4 THREAD
2 PLCS

163.2mm
 [6.42"]

R5.0mm
 [R0.20"]

TYP

R5.9mm
 [R0.23"]

TYP

R5.1mm
 [R0.20"]

TYP72.1mm [2.84"]

10.0mm
 [0.39"]

37.1mm
 [1.46"]

M4 THREAD FOR LID
SCREWS 4 PLACES

151.4mm
 [5.96"]

167.1mm
 [6.58"]

1.1mm
 [0.04"]

40.9mm
 [1.61"]

79.8mm [3.14"]

21.5mm
 [0.85"]

44.7mm
 [1.76"]

GASKET CHANNEL

148.0mm
 [5.83"]

R7.7mm
 [R0.30"]

TYP

R7.0mm
 [R0.28"]

TYP

68.6mm [2.70"]

8.0mm
 [0.31"]

12.0mm
 [0.47"]

163.8mm
 [6.45"]

175.0mm
 [6.89"]

R5.0mm
 [R0.20"]

TYP

For the best fit print
on legal size paper.

DESIGNED TO MEET THE REQUIREMENTS OF IP65, & NEMA 4X
TONGUE & GROOVE CONSTRUCTION WITH A MOLDED ONE PIECE SILICON GASKET.
COMES WITH 4 STAINLESS STEEL MACHINE LID SCREWS, CAPTIVATED WITH 4 RUBBER O-RINGS.
COMES WITH 2 GROUNDING SCREWS AND WASHERS.
FINISH: NONE OR SUFFIX "BK" BLACK, OR SUFFIX "GY" GRAY (RAL 7001) POLYESTER POWDER 

----RELEASEA N/A
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SIDE VIEWS DO NOT DETAIL 
SCREW CHANNELS SEE

"A - A" FOR CHANNEL DETAIL

80.0mm [3.15"]

48.3mm
 [1.90"]

19.4mm
 [0.76"]
2 PLCS
15.5mm
 [0.61"]
2 PLCS

8.8mm
 [0.35"]
2 PLCSA A

52.0mm
 [2.05"]

12.1mm
 [0.48"]
2 PLCS

M4 THREAD
2 PLCS

R5.9mm
 [R0.23"]

TYP

R5.0mm
 [R0.20"]

TYP

R5.1mm
 [R0.20"]

TYP

163.2mm
 [6.42"]

175.0mm
 [6.89"]

173.6mm
 [6.83"]

M4 THREAD FOR
LID SCREWS 4 PLCS 8.0mm

 [0.31"]

5.8mm
 [0.23"]

4.4mm
 [0.17"]

A A

72.1mm [2.84"]

10.0mm
 [0.39"]

37.1mm
 [1.46"]

151.4mm
 [5.96"]

167.1mm
 [6.58"]

40.9mm
 [1.61"]

1.1mm
 [0.04"]

78.3mm [3.08"]

79.8mm [3.14"]

21.5mm
 [0.85"]

44.7mm
 [1.76"]

9.1mm
 [0.36"]

17.1mm
 [0.67"]

4M THREAD

163.4mm
 [6.43"]

175.0mm
 [6.89"]

163.8mm
 [6.45"]

148.0mm
 [5.83"]

R7.0mm
 [R0.28"]

TYP

R7.7mm
 [R0.30"]

TYP

15.0mm
 [0.59"]

R5.0mm
 [R0.20"]

TYP

GASKET CHANNEL

19.0mm
 [0.75"]

For the best fit print
on legal size paper.

DESIGNED TO MEET THE REQUIREMENTS OF IP65, & NEMA 4X
TONGUE & GROOVE CONSTRUCTION WITH A MOLDED ONE PIECE SILICON GASKET.
COMES WITH 4 STAINLESS STEEL MACHINE LID SCREWS, CAPTIVATED WITH 4 RUBBER O-RINGS.
COMES WITH 2 GROUNDING SCREWS AND WASHERS.
FINISH: NONE OR SUFFIX "BK" BLACK, OR SUFFIX "GY" GRAY (RAL 7001) POLYESTER POWDER 

----RELEASEA N/A
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A A

SIDE VIEWS DO NOT DETAIL 
SCREW CHANNELS SEE

"A - A" FOR CHANNEL DETAIL

AA

C

78.5mm [3.09"]

79.8mm [3.14"]

M4 THREAD
FOR LID SCREWS

4 PLACES
8.0mm
 [0.31"]

5.8mm
 [0.23"]

4.5mm
 [0.18"]

28.2mm
 [1.11"]

20.1mm
 [0.79"]

15.0mm
 [0.59"]

24.0mm
 [0.94"]

72.1mm [2.84"]

48.6mm
 [1.91"] 56.0mm

 [2.20"]

63.1mm
 [2.48"]

67.1mm
 [2.64"]74.8mm

 [2.94"]

51.4mm
 [2.02"]

1.1mm
 [0.04"]

4.0mm
 [0.16"]40.0mm

 [1.57"]

6.0mm
 [0.24"]

73.6mm
 [2.90"]

Ø4.0mm
 [Ø0.16"]
6 PLCS

R5.0mm
 [R0.20"]
TYP.

R5.9mm
 [R0.23"]
TYP.

79.8mm [3.14"]

C

18.4mm
 [0.72"]

26.3mm
 [1.04"]

68.6mm [2.70"]

R7.0mm
 [R0.28"]
TYP.

47.8mm
 [1.88"]

63.6mm
 [2.50"]

74.8mm
 [2.94"]

Ø4.5mm
 [Ø0.18"]

TYP. SAME CTRS
AS BOX

R5.0mm
 [R0.20"]
TYP.

GASKET CHANNEL

12.0mm
 [0.47"]

8.0mm
 [0.31"]

For the best fit print
on legal size paper.

DESIGNED TO MEET THE REQUIREMENTS OF IP65, & NEMA 4X
TONGUE & GROOVE CONSTRUCTION WITH A MOLDED ONE PIECE SILICON GASKET.
COMES WITH 4 STAINLESS STEEL MACHINE LID SCREWS, CAPTIVATED WITH 4 RUBBER O-RINGS.
COMES WITH 4 GROUNDING SCREWS AND WASHERS.
FINISH: NONE OR SUFFIX "BK" BLACK, OR SUFFIX "GY" GRAY (RAL 7001) POLYESTER POWDER 

----RELEASEA N/A
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A A

SIDE VIEWS DO NOT DETAIL 
SCREW CHANNELS SEE

"A - A" FOR CHANNEL DETAIL

C

A

A

121.8mm [4.79"]

119.9mm [4.72"]

M6 THREAD
FOR LID SCREWS

34.3mm
 [1.35"]

9.8mm
 [0.38"]

6.7mm
 [0.27"]

14.5mm
 [0.57"]

11.0mm
 [0.43"]

89.2mm
 [3.51"]

50.6mm
 [1.99"]

66.0mm
 [2.60"]

111.3mm
 [4.38"]

96.4mm [3.79"]

112.1mm [4.41"]

106.0mm [4.17"]

M6 THREAD
4 PLCS R7.0mm

 [R0.27"]
TYP.

82.0mm
 [3.23"]

104.6mm
 [4.12"]

120.4mm
 [4.74"]

2.0mm
 [0.08"]

9.0mm
 [0.35"]

118.5mm
 [4.66"]

2.7mm
 [0.11"]

59.7mm
 [2.35"]

R7.0mm
 [R0.27"]
TYP.

M6 THREAD
6 PLCS

121.8mm [4.79"]

84.6mm
 [3.33"]

12.6mm
 [0.49"]

107.6mm [4.23"]

61.5mm
 [2.42"]

104.6mm
 [4.12"]

106.0mm [4.17"]

Ø7.0mm
 [Ø0.27"]
TYP. R7.0mm

 [R0.27"]
TYP.

20.4mm
 [0.80"]

120.4mm
 [4.74"]

39.0mm
 [1.53"]

GASKET CHANNEL 16.5mm
 [0.65"]

M6 THREAD

R9.3mm
 [R0.36"]
TYP.

7.4mm
 [0.29"]

For the best fit print
on legal size paper.

DESIGNED TO MEET THE REQUIREMENTS OF IP65, & NEMA 4X
TONGUE & GROOVE CONSTRUCTION WITH A MOLDED ONE PIECE SILICON GASKET.
COMES WITH 4 STAINLESS STEEL MACHINE LID SCREWS, CAPTIVATED WITH 4 RUBBER O-RINGS.
COMES WITH 4 GROUNDING SCREWS AND WASHERS.
FINISH: NONE OR SUFFIX "BK" BLACK, OR SUFFIX "GY" GRAY (RAL 7001) POLYESTER POWDER 
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SIDE VIEWS DO NOT DETAIL
SCREW CHANNELS SEE

"A - A" FOR CHANNEL DETAIL

A A

C

80.0mm [3.15"]

AA

78.3mm [3.08"]M4 THREAD
FOR LID SCREWS

4 PLCS
8.0mm
 [0.31"]

5.8mm
 [0.23"]

4.4mm
 [0.17"]

15.0mm
 [0.59"]

24.0mm
 [0.94"]

106.0mm
 [4.17"]

113.0mm
 [4.45"]

98.5mm
 [3.88"]

124.9mm
 [4.92"]

28.2mm
 [1.11"]

20.1mm
 [0.79"]

R5.1mm
 [R0.20"]
TYP.

101.3mm
 [3.99"]

Ø4.0mm
 [Ø0.16"]
6 PLCS

R5.9mm
 [R0.23"]
TYP.

72.1mm [2.84"]

6.0mm
 [0.24"]

1.1mm
 [0.04"]

117.0mm
 [4.61"]

43.6mm
 [1.72"]

4.0mm
 [0.16"]

123.3mm
 [4.85"]

C

26.3mm
 [1.04"]

18.4mm
 [0.72"]

79.8mm [3.14"]
15.8mm
 [0.62"]

97.9mm
 [3.85"]

113.7mm
 [4.48"]

Ø4.5mm
 [Ø0.18"]

TYP. SAME CTRS
AS BOX

68.6mm [2.70"]
R5.0mm
 [R0.20"]
TYP.

11.8mm
 [0.46"]

124.9mm
 [4.92"]

GASKET CHANNEL

For the best fit print
on legal size paper.

DESIGNED TO MEET THE REQUIREMENTS OF IP65, & NEMA 4X
TONGUE & GROOVE CONSTRUCTION WITH A MOLDED ONE PIECE SILICON GASKET.
COMES WITH 4 STAINLESS STEEL MACHINE LID SCREWS, CAPTIVATED WITH 4 RUBBER O-RINGS.
COMES WITH 4 GROUNDING SCREWS AND WASHERS.
FINISH: NONE OR SUFFIX "BK" BLACK, OR SUFFIX "GY" GRAY (RAL 7001) POLYESTER POWDER 
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A A

SIDE VIEWS DO NOT DETAIL 
SCREW CHANNELS SEE

"A - A" FOR CHANNEL DETAIL

C

A A

121.0mm [4.76"]

119.5mm [4.71"]
M6 THREAD

FOR LID SCREWS 11.0mm
 [0.43"]

15.8mm
 [0.62"]

1.0mm
 [0.04"]

9.9mm
 [0.39"]
6.8mm
 [0.27"]

34.0mm
 [1.34"]

26.0mm
 [1.02"]

26.0mm
 [1.02"]

64.1mm
 [2.52"]

111.0mm
 [4.37"]

82.4mm
 [3.24"] 103.9mm

 [4.09"]

M6 THREAD
6 PLACES

R8.1mm
 [R0.32"]
TYP.

188.3mm
 [7.41"]

213.0mm
 [8.39"]

221.0mm
 [8.70"] 185.8mm

 [7.31"]

193.8mm
 [7.63"]

205.0mm
 [8.07"]

M6 THREAD
4 PLCS

R10.0mm
 [R0.39"]
TYP. 5.0mm

 [0.20"]

60.0mm
 [2.36"]

1.4mm
 [0.06"]

9.0mm
 [0.35"]

121.0mm [4.76"]

61.5mm
 [2.42"]

107.0mm [4.21"]

183.8mm
 [7.24"]

205.0mm
 [8.07"]

205.0mm
 [8.07"]

221.0mm
 [8.70"]

Ø6.4mm
 [Ø0.25"]
TYP. 103.9mm

 [4.09"]

20.0mm
 [0.79"]

16.0mm
 [0.63"]

GASKET CHANNEL

R10.0mm
 [R0.39"]
TYP.

R10.1mm
 [R0.40"]
TYP.

For the best fit print
on legal size paper.

DESIGNED TO MEET THE REQUIREMENTS OF IP65, & NEMA 4X
TONGUE & GROOVE CONSTRUCTION WITH A MOLDED ONE PIECE SILICON GASKET.
COMES WITH 4 STAINLESS STEEL MACHINE LID SCREWS, CAPTIVATED WITH 4 RUBBER O-RINGS.
COMES WITH 4 GROUNDING SCREWS AND WASHERS.
FINISH: NONE OR SUFFIX "BK" BLACK, OR SUFFIX "GY" GRAY (RAL 7001) POLYESTER POWDER 
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A A

A A

157.3mm [6.19"]

C

76.0mm
 [2.99"]

111.0mm
 [4.37"]

160.0mm [6.30"]

90.0mm
 [3.54"]

141.0mm [5.55"]

152.0mm [5.98"]

R10.5mm
 [R0.41"]
TYP.

120.0mm
 [4.72"]

131.0mm
 [5.16"]

151.4mm
 [5.96"]

160.0mm
 [6.30"]

70.0mm
 [2.76"]

8.8mm
 [0.35"]

65.8mm
 [2.59"]

7.0mm
 [0.28"]

13.0mm
 [0.51"]

7
0.
0m
m

 
[2
.7
6
"]

84.0mm
 [3.31"]

M6 THREAD

17.0mm
 [0.67"]

18.0mm
 [0.71"]

114.0mm
 [4.49"]

146.0mm
 [5.75"]

160.0mm
 [6.30"]

12.4mm
 [0.49"]

R10.0mm
 [R0.39"]
TYP.

R10.0mm
 [R0.39"]
TYP.

M6 THREAD
6 PLCS

M6 THREAD
FOR LID SCREWS

20.0mm
 [0.79"]

GASKET CHANNEL

141.0mm
 [5.55"]

141.0mm
 [5.55"]

9.0mm
 [0.35"]

8.5mm
 [0.33"]

20.0mm
 [0.79"]

17.4mm
 [0.68"]

146.0mm [5.75"]

160.0mm [6.30"]

141.0mm [5.55"]

1.5mm
 [0.06"]

For the best fit print
on legal size paper.

DESIGNED TO MEET THE REQUIREMENTS OF IP65, & NEMA 4X
TONGUE & GROOVE CONSTRUCTION WITH A MOLDED ONE PIECE SILICON GASKET.
COMES WITH 4 STAINLESS STEEL MACHINE LID SCREWS, CAPTIVATED WITH 4 RUBBER O-RINGS.
COMES WITH 4 GROUNDING SCREWS AND WASHERS.
FINISH: NONE OR SUFFIX "BK" BLACK, OR SUFFIX "GY" GRAY (RAL 7001) POLYESTER POWDER 

----RELEASEA N/A
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SIDE VIEWS DO NOT DETAIL 
SCREW CHANNELS SEE

"A - A" FOR CHANNEL DETAIL

C

160.1mm [6.30"]

157.6mm [6.20"]

38.0mm
 [1.50"]

38.0mm
 [1.50"]

A A

A A

89.8mm
 [3.53"]

151.0mm [5.94"]

109.9mm
 [4.33"]

139.7mm [5.50"]

219.9mm
 [8.66"]

250.8mm
 [9.87"]

260.0mm
 [10.24"]

230.0mm
 [9.06"]

240.0mm
 [9.45"]

Ø6.0mm
 [Ø0.24"]
3 PLCS

R10.0mm
 [R0.39"]

TYP

M6 THREAD
FOR LID SCREWS

14.1mm
 [0.55"]

12.4mm
 [0.49"]

56.9mm
 [2.24"]

6.4mm
 [0.25"]

18.8mm
 [0.74"]

Ø6.0mm
 [Ø0.24"]
M6 THREAD
4 PLCS

R7.5mm
 [R0.29"]

TYP

2.0mm
 [0.08"]

8.9mm
 [0.35"]

257.3mm
 [10.13"]

3.8mm
 [0.15"]

1.0mm
 [0.04"]
TYP

69.7mm
 [2.74"]

160.1mm [6.30"]

84.8mm
 [3.34"]

145.9mm [5.75"]

R12.5mm
 [R0.49"]

TYP

260.0mm
 [10.24"]

214.9mm
 [8.46"]

245.8mm
 [9.68"]

6.2mm
 [0.25"]

15.4mm
 [0.61"]

37.7mm
 [1.48"]

44.0mm
 [1.73"]

M6 THREAD

LID SCREW HOLES
SAME CTRS AS BOX

19.9mm
 [0.78"]

15.9mm
 [0.63"]

GASKET CHANNEL

R7.5mm
 [R0.29"]

TYP

For the best fit print
on legal size paper.

DESIGNED TO MEET THE REQUIREMENTS OF IP65, & NEMA 4X
TONGUE & GROOVE CONSTRUCTION WITH A MOLDED ONE PIECE SILICON GASKET.
COMES WITH 4 STAINLESS STEEL MACHINE LID SCREWS, CAPTIVATED WITH 4 RUBBER O-RINGS.
COMES WITH 4 GROUNDING SCREWS AND WASHERS.
FINISH: NONE OR SUFFIX "BK" BLACK, OR SUFFIX "GY" GRAY (RAL 7001) POLYESTER POWDER 

----RELEASEA N/A
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For the best fit print
on legal size paper.

DESIGNED TO MEET THE REQUIREMENTS OF IP65, & NEMA 4X
TONGUE & GROOVE CONSTRUCTION WITH A MOLDED ONE PIECE SILICON GASKET.
COMES WITH 4 STAINLESS STEEL MACHINE LID SCREWS, CAPTIVATED WITH 4 RUBBER O-RINGS.
COMES WITH 4 GROUNDING SCREWS AND WASHERS.
FINISH: NONE OR SUFFIX "BK" BLACK, OR SUFFIX "GY" GRAY (RAL 7001) POLYESTER POWDER PAINT.
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A

AA A

200.1mm [7.88"]

197.7mm [7.78"]

160.4mm [6.31"]

180.4mm [7.10"]

172.1mm [6.77"]

191.3mm [7.53"]

C

39.8mm
 [1.57"]

59.4mm
 [2.34"]

73.1mm
 [2.88"]

180.6mm
 [7.11"]

210.3mm
 [8.28"]

230.0mm
 [9.05"]

160.2mm
 [6.31"]

221.1mm
 [8.71"]

M6 THREAD
4 PLCS

NOT THREADED

M6 THREAD
10 PLCS

Ø5.0mm
 [Ø0.20"]
4 PLCS

228.8mm
 [9.01"]

4.0mm
 [0.16"]

90.2mm
 [3.55"]

9.0mm
 [0.36"]

2.0mm
 [0.08"]

1.5mm
 [0.06"]

19.7mm
 [0.77"]

6.5mm
 [0.26"]

12.9mm
 [0.51"]

74.0mm
 [2.91"]

M6 THREADED
FOR LID SCREWS 14.0mm

 [0.55"]

154.9mm [6.10"]

185.9mm [7.32"]

180.4mm [7.10"]

200.1mm [7.88"]

43.8mm
 [1.73"]

230.0mm
 [9.05"]

210.3mm
 [8.28"]

8.4mm
 [0.33"]

Ø5.1mm
 [Ø0.20"]

Ø18.0mm
 [Ø0.71"]
TYP.

R6.0mm
 [R0.24"]
TYP.

155.6mm
 [6.12"]

20.5mm
 [0.81"]

15.9mm
 [0.63"]

GASKET CHANNEL

SIDE VIEWS DO NOT DETAIL 
SCREW CHANNELS SEE

"A - A" FOR CHANNEL DETAIL

Ø7.0mm
 [Ø0.27"]
TYP.

For the best fit print
on legal size paper.

DESIGNED TO MEET THE REQUIREMENTS OF IP65, & NEMA 4X
TONGUE & GROOVE CONSTRUCTION WITH A MOLDED ONE PIECE SILICON GASKET.
COMES WITH 4 STAINLESS STEEL MACHINE LID SCREWS, CAPTIVATED WITH 4 RUBBER O-RINGS.
COMES WITH 4 GROUNDING SCREWS AND WASHERS.
FINISH: NONE OR SUFFIX "BK" BLACK, OR SUFFIX "GY" GRAY (RAL 7001) POLYESTER POWDER 
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