NOTES: A-1JB REVISITONS
| ELECTRICAL: DRAWING NO. REV DESCRIPTION DATE ECO APPR
' ' THIRD ANGLE PROJ. & & | A RELEASE TO MFG. 5/ 1104 44924 HP
A: IMPEDENCE: 5002, NOMINAL B ADDED PCB PATTERN DIMENSTONS 6/10/04 45008 HP
B: FREQUENCY RANGE: 0-6GHz (VSWR 1.3 MAX.)
C. OPERATING VOLTAGE: 500 VRMS - 3 REF - SIGNAL PAD
D. CONTACT RESISTANCE: CENTER CONTACT= 20 m{) MAX. [ 127]
OUTER CONTACT= 1om() MAX.
E. DIELECTRIC WITHSTANDING VOLTAGE: 200VAC FOR | MINUTE, VISUAL ORIENTATION
CURRENT LEAKAGE 2mA MAX. FEATURE ( 1]
F. INSULATION RESISTANCE: 500 MEGOHMS MIN.
2. PHYSICAL:
A. TEMPERATURE RANGE: -40°C TO +90°C 1 / % 30, 15
B. AMC INTERFACE IS FULLY COMPATIBLE WITH "U.FL" SERIES PRODUCT. -|_ 2,060,195 [.118F+.005] SCALE 8.000
C. SUITABLE FOR SOLDER REFLOW PROCESS. [T I [.1024£.0053]
3. MATERIALS AND FINISHES: 1 % j
HOUSING: LCP (UL94V-0)
CENTER CONTACT: BRASS, GOLD PLATE 0,6+0, I —
GROUND CONTACT: PHOSPHOR BRONZE, SILVER PLATE [.0230+.0039] |
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| CUSTOMER OUTLINE DRAWING
‘ ALL OTHER SHEETS ARE FOR INTERNAL USE ONLY
UNLESS OTHERWISE SPECIFIED, DIMENSIONS ARE IN MM (INCHES) AND TOLERANCES ARE: | MATERIAL DRAWN DATE TITLE
0.5 - 6émm 6 - 30mm 30 - 120mm H PARIKH \S*Apr*OA AMC PCB JACK Amp h e n O |
+0.2mm +0. 4mm + 0.6mm : :
Amphenol Corporation
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NOTES - A-TPA-113-XXXY/Z REVISITONS
DRAWING NO. REV DESCRIPTION DATE ECO APPR
| ELECTRICAL: THIRD ANGLE PROJ. & & | A RELEASE TO MFG. 2/20/03 | 44376 | ORB
A IMPEDANCE: 500 (NOMINAL) B A) ADDED CABLE MATERIAL & MATE/DEMATE NOTES 3/6/03 44396 ORB
B. FREQUENCY RANGE: 0-6 GHz ¢ A) BODY PLATING WAS: GOLD PLATED OVER NICKEL 4/2/03 44407 BCG
C. CONTACT RESISTANCE: CENTER: 20mCAMAX.: MEASURED AT 10mA MAX. 25 mC)MAX AFTER CYCLING B) NOTE 2D WAS: 25N TYPICAL
OUTSIDE: 10mC) MAX. 15 mC)MAX AFTER CYCLING
D. INSULATION RESISTANCE: 500m() MIN.: MEASURED AT 100 VDC.
E. WITHSTANDIN VOLTAGE: NO LINE OR INSULATION BREAKDOWN: 200 VAC FOR | MIN,
FooVoS W.R. o 1.3 MAX. AT DC TO 3GHz, 1.4 MAX. AT 3 TO 6GHz
CABLE ASSEMBLY OVERALL LENGTH TOLERANCE
2. PHYSICAL:
A. FEMALE CONTACT HOLDING FORCE: .I5N MIN. : MEASURED WITH A @ .475MM PIN GAUGE. OVERALL LENGTH L (mm) [STANDARD TOLERANCE (mm)
B. DURABILITY: 30 CYCLES . .
C. TEMPERATURE RANGE: -40°C TO +90°C.
D. AMC CONNECTOR MATING FORCE: I5N TYPICAL 35<L <200 + 4
E. AMC CONNECTOR DEMATING FORCE: ION TYPICAL
F. AMC INTERFACE IS FULLY COMPATIBLE WITH "U.FL" SERIES PRODUCT.
3. MATERIALS AND FINISHES: 200 < 1 500 + 8
CONNECTOR BODY: PHOSPHOR BRONZE, SILVER PLATED (.08u MIN.) OVER COPPER (I-2u)
CONNECTOR CENTER CONTACT: PHOSPHOR BRONZE, GOLD PLATED (0.2u MIN.) OVER NICKEL (2-3u) 500 < L 1000 + 12
CONNECTOR INSULATOR: PBT
CABLE JACKET: FEP
CABLE DIELECTRIC: FEP [000 < L +1.5 %
CABLE CENTER CONDUCTOR: 32AWG ANNEALED COPPER WIRE STRANDED, SILVER PLATED
CABLE OUTER CONDUCTOR: ANNEALED COPPER WIRE BRAID, SILVER PLATED
CABLE ASSEMBLY LENGTH "L" (SEE TABLE FOR TOLERANCE) —ﬂ
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2 |RF CONN. & CABLE ASSY| 1 Amphenol A-TPA-113-XXXGT | AMC CONN
1| CONNECTOR 1 Amphenol K314-639-001 SMA(F)BH
NO. DESCRIPTION QTy VENDER PART NO. REMARKS
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