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Electronics

Board-to-Board 0.64mm Centreline

MICTOR Board-to-Board Stacking Connector

m Uses SMT technology

® 0.64mm centre line

® Designed for 50 ohm systems
m UL & CSA approved

mating

®m Datarate 3.125 Gb/s

Specification:

Housing -LCP

-0.76um gold over nickel
- 25 mating cycles

Contacts
Durability

Vertical Receptacles - for all Stacking Heights
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No. of Part

Positions Number
38 2-5767004-2
76 2-5767004-3
114 2-5767004-4
152 2-5767004-5
190 2-5767004-6
228 2-5767004-7
266 2-5767004-8

Vertical Plug - To make Stacking Height 6.60mm
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No. of Part
Positions Number
38 5767007-8
76 5767007-9
114 1-6767007-0
162 1-6767007-1
190 1-56767007-2
228 1-56767007-3
266 1-56767007-4

Vertical Plug - To make Stacking Height 10.92mm
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No. of Part
Positions Number
38 5767003-9
76 1-6767003-0
114 1-56767003-1
152 5767003-8
190 1-6767003-2
228 1-6767003-3
266 1-6767003-4

® Connector housings polarised for correct

® Built-in connector-to-board retention feature

Vertical Plug - To make Stacking Height 12.57mm
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No. of Part
Positions Number
38 5767005-8
76 5767005-9
114 1-6767005-0
1652 1-6767005-1
190 1-6767005-2
228 1-6767005-3
266 1-56767005-4

Dimensions are shown in mm
for reference purposes only.
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