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 Gate valve lockouts

Order 
Reference

Hand Wheel 
Diameter (mm)

Height 
(mm)

Width 
(mm)

Depth 
(mm)

Max. Shackle 
Diameter (mm)

Min. Shackle 
Clearance (mm) Quantity

Blue
065585 25 - 64 80.00  120.10 35.90 9.53 19.00 1
065586 64 - 127 141.70  184.80 50.60 9.53 19.00 1
065587 127 - 165 181.00  224.10 60.40 9.53 19.00 1
065588 165 - 254 276.20  318.30 76.20 9.53 19.00 1
065589 254 - 330 363.50  405.10 76.20 9.53 19.00 1
Green
065595 25 - 64 80.00  120.10 35.90 9.53 19.00 1
065596 64 - 127 141.70  184.80 50.60 9.53 19.00 1
065597 127 - 165 181.00  224.10 60.40 9.53 19.00 1
065598 165 - 254 276.20  318.30 76.20 9.53 19.00 1
065599 254 - 330 363.50  405.10 76.20 9.53 19.00 1
Red
065560* 25 - 64 80.00  120.10 35.90 9.53 19.00 1
065561* 64 - 127 141.70  184.80 50.60 9.53 19.00 1
065562* 127 - 165 181.00  224.10 60.40 9.53 19.00 1
065563* 165 - 254 276.20  318.30 76.20 9.53 19.00 1
065564* 254 - 330 363.50  405.10 76.20 9.53 19.00 1
Transparent
145581 25 - 64 80.00  120.10 35.90 9.70 19.00 1
145582 64 - 127 141.70  184.80 50.60 9.70 19.00 1
145583 127 - 165 181.00  224.10 60.40 9.70 19.00 1
145584 165 - 254 276.20  318.30 76.20 9.70 19.00 1
145585 254 - 330 363.50  405.10 76.20 9.70 19.00 1
Yellow
065590 25 - 64 80.00  120.10 35.90 9.53 19.00 1
065591 64 - 127 141.70  184.80 50.60 9.53 19.00 1
065592 127 - 165 181.00  224.10 60.40 9.53 19.00 1
065593 165 - 254 276.20  318.30 76.20 9.53 19.00 1
065594 254 - 330 363.50  405.10 76.20 9.53 19.00 1

• Locks out gate valves with different hand wheel diameters
• Made of durable polypropylene – superior impact & chemical resistance
• Withstands temperatures from -20 °C to 150 °C
• Available in several sizes and colours
• Colours allow a coding. Transparency allows instant visibility on the valve 

colour and status.
• Padlock can be applied

Comes with danger labels in English, Spanish and French

Standard gate valve lockout
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The easiest device that fits your gate valve.

For the coloured device, 
consult the technical 
datasheet LOTO-7 on 
bradyeurope.com/tds

For the transparent device, 
consult the technical 
datasheet LOTO-78 on 
bradyeurope.com/tds

*This product meets the ATEX Equipment Directive.

Why use different colours

• Valves in open or closed position:
• Indicate risk levels:
• Indicate substances flowing through a valve:
• Indicate different maintenance teams:

Red = open / Green = closed
Red = high risk / Blue = low risk
Yellow = gas / Green = water
Red = electricians / Blue = mechanics


