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RJ45 LAN Cable  Tester

Quickly and easily checks for 
cablecontinuity, miswiring. Open. 
Short.straight-through or cross 
pinning whatever the cable was 
installed or NOT.
• Port Type：RJ45
• Included：9V Battery, Carrying Case.   

• Mini size, Easy for carry, Automatic “on” 
  and easy to operation.
• Ideal for LAN installation. 
• Multifunction for F, RJ11, RJ45 & BNC, USB 
   (Used Adapter)
• Port Type：F/RJ11/RJ45
• Included：F/BNC Adapter, RJ45/USB. 9V 
                      Battery. Carrying Case.

• Test all signal pin of HDMI cables.
• LED indicator on both main unit and 
   remote unit.
• Automatic “ on” and easy to operation.
• Ideal for LCD TV HDMI connector.
• Port Type: HDMI (A)
• Included: 9V Battery. Carrying Case.

• Test coax cable with F-connectors or BNC 
   connectors
• Detects and displays and Beep OPEN or 
   SHORT conditions
• Displays PASS when no failures are indicated for 
   each remote
• Includes four remote terminators: ID#1 (red), ID#2 (blue), 
   ID#3 (orange), and ID#4 (green),ID#5 (red), ID#6 (blue), 
   ID#7 (orange), and ID#8 (green) 
• Sends tone signal to center pin of coax cable

• Test coax cable with F-connectors or BNC 
   connectors
• Detects and displays and Beep OPEN or 
   SHORT conditions
• Displays PASS when no failures are indicated for 
   each remote
• Includes four remote terminators: ID#1 (red), ID#2 (blue), 
   ID#3 (orange), and ID#4 (green) 
• Sends tone signal to center pin of coax cable

• Can Test RJ45/UTP, RJ45 / STP cabling 
• OPEN, SHORT and CROSS test function 
• Full LED indication Lights 
• Beep sound warning 
• Step/Auto Select function 
• Low Battery indication
• Auto Power Off
• Included: 9V Battery. Carrying Case.

Quickly and easily checks for 
cablecontinuity, miswiring. Open. 
Short.straight-through or cross 
pinning whatever the cable was 
installed or NOT.
• Port Type：RJ45
• Included：9V Battery, Carrying Case.   

• COMBO Functions for Cable Tester 
  (POE Finder + Cable Tester)
• one machine do dual jobs .
• Easy to use for identify cable any 
   conditions.
• POE Finder:
• The POE Finder is easy to use for identifying the 

   existence of POE in seconds.

• The POE Finder will identify the type of PSE with 12-36(End Span) or 45-78(Mid Span).

• The POE Finder is able to detect what is the POE with IEEE802.3af or IEEE802.3at.

• Cable Tester:
• Cable Tester are able to identify the condition as below list: 

•  LAN(RJ-45), TEL(RJ-11/12), Coax(F/BNC) : (Pass, Open, Short) 

•  Nine LEDs for indicate the Conditions of Cables(LAN, TEL, COAX…) 

When you do the test with inserted the Cable on the Jack of Main & Remote.
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