
Measuring tape 5 m With belt clip (33251)

Wiha Werkzeuge GmbH
Obertalstraße 3-7 78136 Schonach
E-Mail: info.de@wiha.com
Tel.:+49 (0)7722 959-0

Order no.: 33251

Article number: 24666

EAN: 4010995332518

Customs tariff number: 90178010
Meets your requirements: The auto-lock system keeps the measuring tape firmly fixed in every position.
Simplifies your work: Measurement comfort thanks to the ergonomic shape and anti-slip material.
Makes handling easier: A strong magnet at the end of the hook guarantees adhesion to all metal
surfaces.
Saves time: Quick and easy reading of the measurement value thanks to a robust, high-contrast steel
measuring tape.
Dimensions: 5m x 19mm
Application: For measuring and marking distances.
Material: Steel measuring tape
Precision has the highest priority at every construction site. Unfortunately, measurement equipment
requires plenty of storage space and often has an unwieldy design. With its integrated belt clip, the
measuring tape from Wiha can be attached to any work pants, making it ready to grab and use at any
time. In addition, it is distinguished by an auto lock system. This keeps the measuring tape permanently
fixed in position and can be pulled back gently and in a controlled manner using the thumb lock button
thanks to the internal high-performance spring. In addition, its ergonomic shape and anti-slip shield
ensure high measurement comfort at the construction site and guarantee that the measuring tape does
not slip out of your hand accidentally. Thanks to a powerful magnet at the end of the hook, the
measuring tape from Wiha adheres to all metal surfaces and facilitates your work without further
assistance. The yellow colored steel measuring tape allows easy reading of the measurements, also in
poorly illuminated work situations.
Accuracy class II 2014/32/EU Art. 17 (CE/MID)

Customs tariff number 90178010

Blister packed No

Overall length (mm) 70 mm

VDE article No



Country of origin (ISO
3166-1 Alpha 3)

CHN

Gewicht VPE in Gramm 236
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