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RS PRO Gel Battery  12V, 

38Ah     

RS Stock No.: 883-8850 

RS Professionally Approved Products bring to you professional 
quality parts across all product categories. Our product range has 
been tested by engineers and provides a comparable quality to the 
leading brands without paying a premium price.

• Cyclic products

• Maintenance free
valve regulated lead
LPG Series acid
batteries

• Long-time discharge

• Suitable for space
and storage electric
power use

• Special plate design,
long cycle lifetime

• Long storage time

• Good deep
discharge resilience
performance

FEATURES 
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These batteries are made from an ABS material which greatly increases the strength of the battery 
container. Suitable for use across a number of industries as well as for cyclic products. This gel 
rechargeable battery is sealed and has many uses. RS PRO offers a range of gel rechargeable 
batteries with different voltages and chargers to suit all your requirements. All models are highly 
reliable and offer excellent quality, performance and durability.

883-8844 - 12V, 17Ah
883-8850 - 12V, 38Ah
883-8853 - 12V, 26Ah
883-8856 - 12V, 31Ah
883-8866 - 12V, 100Ah
883-8869 - 12V, 60Ah

Technology Gel 

Designed for Cyclic Application Yes 

Eurobat Classification 10 to 12 Years 

Container Material 
A.B.S. (UL94-HB) conform

Application Cyclic products

Product Description 

ATTRIBUTE 1

General Specifications 

https://uk.rs-online.com/web/p/products/8838844/
https://uk.rs-online.com/web/p/products/8838850/
https://uk.rs-online.com/web/p/products/8838853/
https://uk.rs-online.com/web/p/products/8838856/
https://uk.rs-online.com/web/p/products/8838866/
https://uk.rs-online.com/web/p/products/8838869/
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Capacity 38Ah  

Nominal Voltage 12V 

Terminal Type T6 

Cells Per Unit 6V 

Voltage Per Unit 12V 

Max. Discharge Current 380A (5 sec) 

Max. Charging Current Limit 7.6A 

Float charging Voltage 13.5VDC to 13.8VDC/unit Average at 25oC  

Internal Resistance 12mOhm 

Equalization and Cycle Service 14.4VDC to15.0VDC/unit Average at 25oC 

Self-Discharge 
The batteries can be stored for more than 6 months at 
25°C. Self-discharge ratio less than 3% per month at
25°C. Please charge batteries before using.

 

Dimensions   197mm x 165mm x 170mm 

Height 197mm 

Length 165mm 

Width 170mm 

Weight 13.5kg 

Operating Temperature Range  
Discharge : -20°C   to  55°C  
Charge : 0°C  to  40°C   
Storage : -20°C  to  50°C   

Nominal Operating Temperature Range 25 ±3°C (77 ±5°F )

Mechanical Specifications 

Electrical Specifications 

Operation Environment Specifications 

Compliance/Certifications UL94-HB   

 Approvals 
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