
YMR ORDER NO.

901 583 900

YMR Tube base

Tube base, complete with aluminium tube
and plastic foot for Eco-Modul 60 modular
signal towers
Connection terminal with clamping yoke
technology
High contact reliability and conductivity,
even when exposed to vibrations
High degree of protection IP66, UL 4/4X/13
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Technical data

Degree of protection IP66 & UL Type 4/4x/13

Accessories

TYPE TYPE OF ACCESSORY WEIGHT ORDER NO.

WZC Bracket 85 g 200 550 900 

BDM Junction box for magnetic mounting 270 g 841 521 900 

BDM Junction box for magnetic mounting 270 g 841 522 900 

https://www.auersignal.com/site/pim/media/fa2a7a47-51ac-48d9-934f-4f9fc99b0293.png
https://www.auersignal.com/en/signaling-devices/accessories/wzc-metal-bracket/200550900/
javascript:void();
https://www.auersignal.com/site/pim/media/f222fde6-e413-4e0a-9523-8f270a27d5b8.png
https://www.auersignal.com/en/signaling-devices/accessories/bdm-junction-box/841521900/
javascript:void();
https://www.auersignal.com/site/pim/media/f222fde6-e413-4e0a-9523-8f270a27d5b8.png
https://www.auersignal.com/en/signaling-devices/accessories/bdm-junction-box/841522900/
javascript:void();
https://www.auersignal.com/images/0e9152a1-f2c6-48d8-862a-26a588b092d5.pdf/

