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2.1 Types – Technical Data

CR 1/3 N 6131 101 501 3 170 5.6 20 80 3.0

2 CR 1/3 N (V28 PXL) 6231 101 501 6 170 13 20 80 8.8

CR 1216 6216 101 501 3 25 39 2 5 0.7

CR 1220 6220 101 501 3 35 39 2 5 0.8

CR 1616 6616 101 501 3 55 39 3 8 1.2

CR 1620 6620 101 501 3 70 20 3 8 1.2

CR 2016 6016 101 501 3 90 15 3 10 1.8

CR 2025 6025 101 501 3 170 10 3 10 2.5

CR 2032 6032 101 501 3 230 5.6 3 10 3.0

CR 2320 6320 101 501 3 135 10 5 15 2.9

CR 2430 6430 101 501 3 280 5.6 3 20 4.0

CR 2450 6450 101 501 3 560 5.6 2 10 6.2
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Tab. 3: Technical data, CR Primary Lithium Button Cells
1) Nominal capacity is determined to an end voltage of 2.0 V (type 2 CR 1/3 N: 4.0 V)

when the battery is allowed to discharge at standard load level at 20°C
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CR 1216 CR 1616 CR 2016 CR 2025 CR 2032



CR 2032 6032 101 501 20.0 3.2 0.02 – 16.5 – – – – – – 15 –

CR 2032 SLF 6032 201 501 21.5 1.0 10.0 1.0 4.2 20.3 – 1.0 4.5 – – 16 tag 0.25 mm

CR 2032 LF 6032 301 501 – – – – 3.2 20.3 – – – 10 4.0 17 tag 0.15 mm

CR 2032 PCB 6032 401 501 20.0 1.0 10.0 11.0 3.2 17.8 7.5 10.0 4.5 11.4 – 18 tag 0.25 mm

CR 2032 PCB 6032 701 501 20.0 1.0 – 11.0 3.2 17.8 7.3 10.0 4.5 10.0 – 19 tag 0.20 mm

CR 2032 WC 1) 6032 101 013 20.7 – – – 5.5 30.0 – – – 96.0 2.0 20 tag 0.20 mm 2)

CR 2430 6430 101 501 24.5 3.0 0.3 – 20.0 – – – – – – 15 –

CR 2430 SLF 6430 201 501 25.8 1.0 10.0 1.0 4.0 25.0 – 1.0 4.5 – – 16 tag 0.25 mm

CR 2430 LF 6430 301 501 – – – – 3.2 25.0 – – – 10.0 4.0 17 tag 0.15 mm

CR 2430 PCB 6430 401 501 24.5 1.0 10.0 11.0 3.0 17.8 7.5 10.0 4.5 11.4 – 18 tag 0.25 mm

CR 2430 PCB 6430 701 501 24.5 1.0 – 11.0 3.0 20.0 7.5 10.0 4.5 11.4 – 19 tag 0.20 mm

CR 2450 6450 101 501 24.7 5.0 0.5 – 21.8 – – – – – – 15 –

CR 2450 SLF 6450 201 501 25.8 1.0 10.0 1.0 6.4 25.0 – 1.0 4.5 – – 16 tag 0.25 mm

CR 2450 PCB 6450 401 501 24.5 1.0 10.0 13.2 5.0 17.8 7.5 10.0 4.5 11.4 – 18 tag 0.25 mm

CR 2450 PCB 6450 701 501 24.7 1.0 – 12.7 5.0 17.8 7.5 10.0 4.5 11.4 – 19 tag 0.20 mm
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2.2.3 Assemblies
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Tab. 5.2 : Tag material : nickel plated sheet-steel. SLF : tip tinned.
1) using Molex 51021-03 connector (Other wire connectors and wire length are available on request.)
2) in shrink sleeve with wire and connector
Custom made assemblies are available on request for large volume.
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