
Single SET
Programmable Timers

Process Output E

Relay Output:  (5A @ 250Vac) 1

Operating Temperature : 0...50°C

Humidity : 0-90/RH (non condensing)

Protection Class :  Ip65 at front, IP20  at rear
X1

6 Digits process (PV) and 6 Digits Set (SV) Value Display

Operation with 1 Set Value

Reset, Pause and Start Inputs

NPN/PNP Type Operation

EZM-4935  (96x48x96 mm)

EZM-7735  (72x72x95,5 mm)

EZM-9935  (96x96x96 mm)

EZM-4435  (48x48x95 mm)

Supply VoltageA

2

3

4

5

24Vac (-%15;+%10) 50/60 Hz

115Vac (-%15;+%10) 50/60 Hz 

230Vac (-%15;+%10) 50/60 Hz

 

24Vac/dc (-%15;+%15) 50/60 Hz Input BC

Pause Input: Switch, proximity or capasitive sensor can be connected.

Start Input: Switch, proximity or capasitive sensor can be connected.

Sensor Type Selection: It can be selected NPN/PNP
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27

Operation with Automatic and Manuel Reset Programmable Time Bases (Second, Minute, Hour)

Start                   Reset                   Pause

Inputs

EZM-4435, EZM-7735,
EZM-4935, EZM-9935

12Vdc
max. 50mA

Sensor
Supply

Supply Voltage
230Vac, 115Vac

24Vac/Vdc

Relay Output
5A@250Vac

NC
C

N0

0 1 00 00A 00 / / 0 0 0 0

OUT
PUT
X1

12

6

39 96  96X
mm

96  48X
mm

72  72X
mm

77  35X
mm

EZM-XX35

Specifications

Technical Specification

Counters & Timers


