SUNCON

RoHS compliance

Aluminum Electrolytic Type / Radial Lead Type

Low Impedance [ §#§ (ME-UAX)
[ | 0 . . . (ME-SAX)
Y2 1T mm Height{UAX), 7mm HeightiSAX) SRR or
° S o8
23 N
e ME-UAX : 105C, 1,000hours, Solvent proof (within 2 minutes) %2 g' =
e ME-SAX : 1057, 1,000hours, Solvent proof (within 3 minutes)  [VEUAX]| [ME-SAX]| ) i ©
T Low Z T Low Z §
ltems Condition Specifications ?.,'
Rated voltage V) - 6.3 10 16 25 35
Surge voltage V) Room temperature 8.0 13 20 32 44 ME-SWB
Category temperature range (C) = —551t0 +105
Capacitance tolerance (%) 120Hz/20C M: +20
Dissipation Factor (tand) tand (max) 120Hz/20T 0.24 0.20 0.16 0.14 0.2 ME-SWG
Leakage current (LC) L A/after 2minutes (max) The greater value of either 0.01CV or 3 ME-HC
Impedance ratio at Based the value at | —40T |Z/Z20c 2 2 2 2 ME-CZ
low temperature 120Hz, +20TC —55%C |7/7200 5 4 4 3 3 ME-CA
105TC, 1,000hoprs AC/C Within £25% of the initial value zizi
Endurance razs\?itvlsliageerg':gfd tano Less than 200% of the specified value MEWX
ripple current) LC Less than the specified value MEWA
. . ME-WL
B Dimensions sleeve ss2005 Unit-mm vEwe
g = — @ @D 4 5 6.3 ME-LS
E‘ o F 15 2.0 25 ME-EX
o _\_= ¢d 0.45 0.45 0.45 ME-PX
l~— 15min —~| 5min |~— ME-HPC-HPD
~ L+1max — 20min
ME-FC-FD
H Size, Rated Ripple Current MEFH
O®ME-UAX series ME-SWN
i v | 6.3 \ 10 \ 16 \ 25 \ 35 VIE-HWN
33 | | | | | | 6.3x5 | 044 | 230 | 6.3x5 | 044 | 230
47 6:3%5 ! 044 | 230 | 6:3x5 ! 044 | 230 | 6:3x5 | 044 | 230
56 1 1 1 1 1 1 6.3x5 | 044 | 230 1 1
68 ! ! 6:3x5 | 044 | 230 | 63x5 ' 044 | 230 ! ! ! !
100 6.3x5 | 044 | 230 ! ! 6.3x5 | 044 | 230 | | | |
150 6:3%5 | 044 | 230
220 6.3x5 | 044 | 230 | | | | | | 1 1
O®ME-SAX series
uF u 6.3 10 16 215) 85
47 ! ! ! ! ! ! ! ! 4x7 11156 1 90
10 | | | | | 1 4x7 1 115 , 90 5x7 , 049 | 160
15 4x7 11151 90 | 5x7 1049 ' 160 | 63x7 1 0.29 ' 280
22 1 1 4x7 1115 1 90 5X7 | 049 | 160 5X7 | 049 | 160 | 6.3x7 ; 029 , 280
33 ! ! 5x7 1049 ! 160 | 5x7 1049 ! 160 | 6:3x7 | 0.24 ' 280 | 6:3x7 | 0.29 ' 280
47 5x7 | 049 | 160 5x7 , 049 | 160 | 6.3x7 , 024 , 280 | 6.3x7 , 024 , 280 | 6.3x7 , 0.29 , 280
68 6.3x7 | 0.24 | 280
100 1 1 6.3x7 | 024 | 280 | 6.3x7 , 024 | 280 | 6.3x7 |, 0.29 | 280 1 |
150 ! ! 6:3x7 1 024 | 280 | 63x7 1 029 ' 280 ! ! ! !
220 B8.3x7 , 024 , 280 | 63x7 , 029 , 280 | 6.3x7 , 0.29 , 280 : : 1 1
330 | 63x7 029 | 280 L L L L
Please refer to page 15 for ripple current frequency coefficients. Rated rippﬁe current t L Case size:pDxL(mm)
mArms(100kHz, 105TC) Impedance(Q)
max at 100kHz, 20T
M Part number yax SAX
16 ME 47 UAX 16 ME 22 SAX
Series code Series code
Rated capacitance Rated capacitance
Type code Type code

Rated voltage Rated voltage

71



