
Hose Connectors
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I RND 425-00205 11.6 6 48 24 7.5 Rl/8 10 

I RND 425-00206 11.6 6 48 26 9.5 Rl /4 14 

I RND 425-00207 13.5 8 51 24.5 7.5 Rl /8 12 

I RND 425-00208 13.5 8 51 26.5 9.5 Rl/4 14 

I RND 425-00209 13.5 8 51 27.5 10.5 R3/8 17 

I RND 425-00210 15.5 10 56.5 29 9.5 Rl /4 14 

I RND 425-00211 15.5 10 56.5 30 10.5 R3/8 17 

I RND 425-00212 15.5 10 56.5 33 13.5 Rl /2 21 

I RND 425-00213 17.8 12 61 30 9.5 Rl /4 17 

I RND 425-00214 17.8 12 61 31 10.5 R3/8 17 

I RND 425-00215 17.8 12 61 34 13.5 Rl /2 21 

Features

Tolerance
Working Temperature -100 ~  500 ° C
Maximum Pressure 3600 psi/ 25 MPa

Thread Standard 
+/-0.01-0.05 mm

Medium
Brass
Air , Steam , Water 
BSPP 

Specification

Material

• Hose connectors are designed to be versatile, accommodating a
wide range of hose sizes, types, and materials
• One of the primary functions of hose connectors is to create secure
and leak-resistant connections between hoses
• This ease of use is beneficial for tasks such as hose assembly,
maintenance, or replacement, allowing users to efficiently connect 
and disconnect hoses without the need for specialized tools
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