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ALL THE MOST POPULAR FUNCTIONS

and many more... SEE ALL FUNCTIONS
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SAVE SPACE IN YOUR PANEL
THANKS TO IT’S COMPACT BODY 

ONLY 35 x 45 MM (1.38” x 1.78”)

35 MM
1.38”

Plug-in Connection, as easy as just plug and play

Large dials allow you to easily set the timing using 
your fingers or a screwdriver

Intuitive Design to set-up your application
in a few seconds

FAST AND EASY
TO CONFIGURE

The new protective cover can be used with a lock*
to prevent accidental or intentional timing changes,
or unauthorized users to move
the set-up of the timer

The only plug-in timer on the market offering a dual-output 
version with easy selection on the front face, that allows you 
to use both outputs to work together simultaneously, or one 
working instantaneously and the other delayed.

INSTANTANEOUS
OR DELAYED  RELAY
IN THE SAME PACKAGE

Whether you use a 12V DC power supply,
your 120V AC power line or even up to 240V AC,
Syr-line timers fit all popular
voltages from:

  12 to 240V AC/DC

UNIVERSAL
POWER SUPPLY

WIDE TIME RANGE

Program your timer to work from as little as 
0.5 seconds delay to as long as a 10-day delay
(240 hours).

  0.5 Seconds to 10 Days

MARKETS AND APPLICATIONS
SYR-LINE PLUG-IN TIMERS ARE IDEAL IN

GET TO KNOW THE PRODUCTS

GET YOUR OWN PLUG-IN TIMER

O 1 10 MV1A R
Function
A: ON-Delay
C: OFF-Delay
L: Repeat Cycle
U: Multifuction U

Output Type
R:  Relay

Power Supply
MV1:  12-240V AC/DC

Output Quantity
1:  1 Output
2: 2 Outputs

Output Power
10:  10 A

Type
 O: Plug-in 8-Pins 
 P: Plug-in 11-Pins 

PART NUMBERING SYSTEM

Special Functions

Fixed Functions

Fixed Time

Specific Certifications

Specific Connections

Specific Output Power

Specific Power Supply

All the reliability and high performance of Crouzet Timers adapted to your specific needs

Contact the Crouzet DesignLAB team today and let’s start working together

GET IN TOUCH!

If you would like more information about the product,
please contact us today!

SYLVIE FERREL
Channel Sales Manager -
Southern Europe

Phone: +33 (0) 6 85 30 02 60
E-mail: sferrel@crouzet.com

JILL WAGAR
Channel Sales Manager -
North America

Phone: +1 (847) 220-1542
E-mail: jill.wagar@crouzet.com

LEON AKKERMAN
Channel Sales Manager -
Northern Europe

Phone: +31 (0) 6 51 21 39 97
E-mail: leon.akkerman@crouzet.com

PROGRAMMING FUNCTIONS

On-DelayA On/Off DelayAc

Summation Time RelayAt

Delay on StartAd

Off-DelayC

One-ShotB Pulse OutputBw

IntervalH Repeat Cycle (OFF)LInterval Summation
Time RelayHt

Multifunction U:
A, At, B, C, H, Ht, D, Di, Ac, BwU

Symmetrical
Flashing (ON)Di

Repeat Cycle (ON)Li WatchdogN

Symmetrical
Flashing (OFF)D

DOWNLOAD DATA SHEET (8-PIN) DOWNLOAD DATA SHEET (11-PIN)

ON

ON

ON ON

DATA SHEET

OU1R
P/N: OU1R10MV1

Output: 1 x 10A

12-240V AC/DC

0.5 sec. to 10 days

8-Pins

Multifunction U
+ Ad + N

U

DATA SHEET

OA2R
P/N: OA2R10MV1

Output: 2 x 10A

12-240V AC/DC

0.5 sec. to 10 days

8-Pins

Function A
On-Delay (Delay-on-make)

A

DATA SHEET

OC1R
P/N: OC1R10MV1

Output: 1 x 10A

12-240V AC/DC

0.5 sec. to 10 days

8-Pins

Function C
Off-Delay (Delay-on-brake)

C

DATA SHEET

OL1R
P/N: OL1R10MV1

Output: 1 x 10A

12-240V AC/DC

0.5 sec. to 10 days

8-Pins

Function L-Li
Repeat Cycle (Flasher)

L

DATA SHEET

PU2R
P/N: PU2R10MV1

Output: 2 x 10A

12-240V AC/DC

0.5 sec. to 10 days

11-Pins

Multifuction U
+ Ad + Instantaneous

U

DATA SHEET

PA2R
P/N: PA2R10MV1

Output: 2 x 10A

12-240V AC/DC

0.5 sec. to 10 days

11-Pins

Function A-At
On-Delay (Delay-on-make)

A

DATA SHEET

PC2R
P/N: PC2210MV1

Output: 2 x 10A

12-240V AC/DC

0.5 sec. to 10 days

11-Pins

Function C
Off-Delay (Delay-on-brake)

C

DATA SHEET

PL2R
P/N: PL2R10MV1

Output: 2 x 10A

12-240V AC/DC

0.5 sec. to 10 days

11-Pins

Function L-Li
Repeat Cycle (Flasher)

L

PROTECT
YOUR SET-UP

RECOMENDED
SOCKET

RECOMENDED
SOCKET

8 PINS

11 PINS

P/N: 25622130

P/N: 25622080

ACCESS CONTROL ENERGY RAILWAY

HVAC FOOD AND BEVERAGE INDUSTRIAL

Barriers, doors Energy saving, power generation Railway crossing, automatic doors 

Dispensers, ovensFans, compressors Assembly machines, test equipment

* Lock not provided
   by Crouzet

 

1.78”
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